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ANGLES    ± 1.0°

FRACTIONAL   ± 1/64"

X.XXX ± 0.005,  X.XX ± 0.015

FLATNESS    ± 0.020 per ft.

NOTE: BOXED/CIRCLED DIMS

  ARE CRITICAL

REV. 
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Tolerances Unless Otherwise 

Specified. All Dimensions originate 

at sharp corners unless indicated.
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B

Cross-Section, Double 
Hung, Brickmould Casing

A

BY

A NA Initial Release 1-05-09 SAS

4.550

D. O. Width =

Unit Width - 6.436

D.O. Width =

Unit Width - 6.436

Unit Width =

Call Width + 1.375"

.750

1.375

Screen Opening =

Unit Width - 1.5"

Sash Width =

Unit Width - 2.575"

Sash Width =

Unit Width - 3.275"

.688

2.000

Unit Height =

Call Height +2.563"

Sash Height =

(Unit Height / 2) - .736"

Sash Height =

(Unit Height / 2) - .844"

14°

2.857

1.356

1.483

See Technical Data Sheet for standard 

sizes, rough openings, and other 

dimensions.

Unit Height + 2.250" =

Casing Height

Unit Dimension + 2.5" =

Casing Width

1.250

1.407

1.250

1.000

1.688

1.375

4.563

1.375

.962


